
 

 

 
 

 
 

 
 
 
 
 
 
 

 
 
 
 

Specifications subject to verification upon inspection.  Aircraft subject to prior sale without notice.  

2016 Cessna Caravan 208B EX | B-10FG 

Serial Number 208B5262 

 
Airframe Total Time (as of 10/24/19) 
        456.32 Hours 
         
 
Engine Total Time (as of 10/24/19)        Engine 
       456.32 Hours    P&W PT6A-140 
         

           
Propeller Total Time (as of 10/24/19)  Propeller  
        456.32 Hours   Hartzell 3 Blade 
           HC-B3TN-3AF/T10890CN-2 

                 
 
 

                           Contact Don Mercer 
                             +1 (317) 815-9403 

Info@HolsteinAviation.com 
 

  



 

 

Aircraft Highlights 

• Low Time – 456 Hours 
• G1000 Avionics Suite 
• Autopilot: Digital GFC700 Automated Flight Control System 
• TAWS / WAAS 
• Garmin GWX 68 Color Weather Radar 
• Wipaire 8750 Amphibious Floats ($500K Option) 
• Single Point Refueling 
• Air Conditioning 
• Fresh Water Use Only 

 

Overview1 

Max Range2:  813 nm (1,506 km) 
Max Cruise Speed:  164 ktas (304 km/h) 
Takeoff Water Run:  2,000 ft (610 m) 
Max Occupants:  10-14 
Storage Capacity:  920 lb (417 kg) 
Engine:  867 shp 
Climb:  1,212 fpm (369 mpm) 
Dimensions: 
  Length:  41 ft 7 in (12.67 m) 
  Height:  17 ft 5 in (5.31 m) 
  Wingspan:  52 ft 1 in (15.87 m) 
Weights: 
  Max Ramp Weight:  9,097 lb (4,126 kg) 
  Max Takeoff Weight:  9,062 lb (4,110 kg) 
  Max Landing Weight:  9,062 lb (4,110 kg) 
  Usable Fuel Capacity: 
    Weight:  2,246 lb (1,019 kg) 
    Volume:  335 gal (1,268 l) 
  Empty Weight:  5,935 lb (2,692 kg) 
  Full Fuel Payload:  916 lb (415 kg) 
  Useful Load:  3,162 lb (1,434 kg) 
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Overview1 - continued 

Cabin Interior: 
  Height3:  54 in (1.37m) 
  Width3:  64 in (1.63 m) 
  Length: 16 ft 9 in (5.11 m) 
 
1 Specifications are subject to change. 
2 Ferry mission, LRC, 45 minutes reserve. 
3 With a typical interior installed.  

 

Avionics 

Standard G1000 Systems with the following options: 
GDU 1040A Pilot & Co-Pilot Primary Flight Display and Multi-Function Display 
GDC 74A Dual Air Data Computers 
GEA 71 Engine/Airframe Unit 
GIA 63W Dual Com/Nav/GPS (WAAS) 
GRS 77 Dual  Attitude and Heading Reference System (AHRS) 
GMA 1347 Single Audio System with Integrated Marker Beacon Receiver 
GMC 710 Autopilot Mode Controller 
GSA 80/81 Servo Actuators 
GTX 33 Mode S Transponder 
Garmin Relative Terrain/Obstacles 
KN-63 DME 
Avionics Power Switch 
Avionics Cooling, (2) cowl deck fans and (3) display fans 
PA System with Aft Cabin Speakers 
KRA 405B Radar Altimeter 
FA2100 CVDR 
 

Features and Options 

KR-87 ADF displayed on PFD w/standalone control 
Garmin GWX 68 – 4 Color Digital Weather Radar 
Cabin Intercom – Four Position 
KTA 870 Traffic Advisory System (Bendix King) 
KTA TAWS-B Garmin 
Artex C406-N 3 Frequency Emergency Locator Transmitter 
300 Amp Starter/Generator 
Air Conditioning, Cabin System 
Oxygen System, Complete 17 Port 
12V Power Outlets (2) Cabin 
Single Point Refueling 
Wipaire 8750 Amphibious Floats (Aftermarket Modification) 
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Exterior  
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Interior – Eight commuter interior plus crew     

 

 
      

 
 
 

Specifications subject to verification upon inspection.  Aircraft subject to prior sale without notice.  



 

 

Cockpit 
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─ END ─ 


